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MODEL#:526-SA
ASSEMBLY AND DRESSING INSTRUCTIONS

Electrical Danger Turn Power off

All electrical components must be
installed by a licensed electrician
in accordance with the National 
Electric Code and the appropriate 
local electrical codes.

WARNING:

You will need 4- Cand,Bulb
40 Watts Recommended
60 Watts Max
Bulb not included.

 BULB(NOT INCLUDED)
4x  Max 60 W/C

 FINIAL

 CRYSTAL

CD

METAL RING

Please Note : 
 We have included 2pcs extra shell and 1pc extra crystal for each Palla Collection fixture.  
If needed, please reference the given illustration on how to replace the shell.

  
 1

 ½
〃

  
  

  
 2

 〃

  
 1

 1
/4
〃

  
 1

 ½
〃

SHELL

 CRYSTAL-1 CRYSTAL-2

PIN

MATHING SCREWS

OUTLET SCREWS

BALL NUTS

BACKPLATE

SOCKET

SHELLL

 CRYSTAL

FIXTURE WIRE

WIRE CONNECTOR

GROUND WIRE

 NUT

22  7/8”
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24 ”
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Extension 
   3 3/8”

 FINIAL

NOTICE: 
 For  bulb replacement,please unscrew the finiall and nut 
  on the top plate to take off the frame cover.
 
To faciliate it,please remove the the finial and  nut 
 by using the wrench supplied.
(see above diagram for reference.)

 WRENCH
 (ENCLOSED IN THE HARDWARE BAG)

MOUNTING BAR

(x10pcs)(x11pcs) (x13pcs) (x31pcs)
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